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Novoferm SpeedRoller Prime/Strong
Dimensions and installation requirements  (draught excluder (lintel seal))

* - Electrical supply by others
 - CEE-form 1x230V/50Hz/T16A or
 - CEE-form 3N~400V/50Hz/16A
 - control box / power supply, 
    inside LEFT or RIGHT
 
1 Caution: When applying reinforcement braces
   a mounting width of 200 mm wide is required.

Minimal space required for installation

Mounting surface for the draught excluder 
(lintel seal)
Minimum additional space when the drive 
is mounted from the side
Minimum required for mounting:
Steel construction according to drawing,
minimum 4 mm plate, sufficiently stable.
(To be applied by third parties)

The mounting surface should be in one plane
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* - Electrical supply by others
 - CEE-form 1x230V/50Hz/T16A or
 - CEE-form 3N~400V/50Hz/16A
 - control box / power supply, 
    inside LEFT or RIGHT
 
1 Caution: When applying reinforcement braces
   a mounting width of 200 mm wide is required.

Minimal space required for installation

Mounting surface for the draught excluder 
(lintel seal)
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Novoferm SpeedRoller Prime/Strong
Dimensions and installation requirements   (draught excluder (lintel seal))

Minimum additional space when the drive 
is mounted from the side
Minimum required for mounting:
Steel construction according to drawing,
minimum 4 mm plate, Sufficiently stable.
(To be applied by third parties)

The mounting surface should be in one plane
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* - Electrical supply by others
 - CEE-form 1x230V/50Hz/T16A or
 - CEE-form 3N~400V/50Hz/16A
 - control box / power supply, 
    inside LEFT or RIGHT
 
1 Caution: When applying reinforcement braces
   a mounting width of 200 mm wide is required.

Minimal space required for installation

Minimum additional space when the drive 
is mounted from the side
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Minimum required for mounting:
Steel construction according to drawing,
minimum 4 mm plate, sufficiently stable.
(To be applied by third parties)

The mounting surface should be in one plane
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Novoferm SpeedRoller Prime/Strong
Dimensions and installation requirements  (Without hood)
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* - Electrical supply by others
 - CEE-form 1x230V/50Hz/T16A or
 - CEE-form 3N~400V/50Hz/16A
 - control box / power supply, 
    inside LEFT or RIGHT
 
1 Caution: When applying reinforcement braces
   a mounting width of 200 mm wide is required.

Minimal space required for installation

Minimum additional space when the drive 
is mounted from the side
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Minimum required for mounting:
Steel construction according to drawing,
minimum 4 mm plate, sufficiently stable.
(To be applied by third parties)

The mounting surface should be in one plane
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Novoferm SpeedRoller Prime/Strong
Dimensions and installation requirements  (Without hood)



19

1201 1201B

H

H
 +

 4
60

430

760

410

145 145   B
H

 +
 4

60

H

170

31
0

77
0

66
0

50
0

46
0

1.
16

0
100

H
H H

 +
 5

00

H
 +

 5
00

150

2001 2001

120

200

200460

ca
. 1

.5
00

*

35
0

12
0 80

19

[ Front view ]

[ Front view ]

closed

opening width    (B)

op
en

in
g 

he
ig

ht
   

 (H
)

open

[ Cross section ]

[ Cross section ]

* - Electrical supply by others
 - CEE-form 1x230V/50Hz/T16A or
 - CEE-form 3N~400V/50Hz/16A
 - control box / power supply, 
    inside LEFT or RIGHT
 
1 Caution: When applying reinforcement braces
   a mounting width of 200 mm wide is required.

Minimal space required for installation

Mounting surface for the hood, must be  
in one plane with the steel construction
Minimum additional space when the drive 
is mounted from the side
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Minimum required for mounting:
Steel construction according to drawing,
minimum 4 mm plate, sufficiently stable.
(To be applied by third parties)

The mounting surface should be in one plane
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Novoferm SpeedRoller Prime/Strong
Dimensions and installation requirements   (With hood)
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* - Electrical supply by others
 - CEE-form 1x230V/50Hz/T16A or
 - CEE-form 3N~400V/50Hz/16A
 - control box / power supply, 
    inside LEFT or RIGHT
 
1 Caution: When applying reinforcement braces
   a mounting width of 200 mm wide is required.

Minimal space required for installation

Mounting surface for the hood, must be  
in one plane with the steel construction
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Novoferm SpeedRoller Prime/Strong
Dimensions and installation requirements   (With hood)

Minimum additional space when the drive 
is mounted from the side
Minimum required for mounting:
Steel construction according to drawing,
minimum 4 mm plate, Sufficiently stable.
(To be applied by third parties)

The mounting surface should be in one plane


